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1
PARTITIONABLE DATA BUS

CROSS REFERENCE TO RELATED
APPLICATION

This application claims the benefit of priority to Interna-
tional Application No. PCT/CN2013/079572, filed Jul. 18,
2013, titled “Partitionable Data Bus”, which is incorporated
herein by reference in its entirety.

BACKGROUND

1. Field

Embodiments generally relate to a partitionable data bus.
More particularly, embodiments relate to partitioning a data
bus to remove one or more faulty bits from the data bus.

2. Background

Die-stacked memory devices can be combined with one
or more processing units (e.g., Central Processing Units
(CPUs), Graphics Processing Units (GPUs), and Acceler-
ated Processing Units (APUs)) in the same electronics
package. A characteristic of this type of package is that it can
include, for example, over 1000 data connections (e.g., pins)
between the one or more processing units and the die-
stacked memory device. This high number of data connec-
tions is significantly greater than data connections associated
with off-chip memory devices, which typically have 32 or 64
data connections.

Another characteristic of the above electronics package is
that all the data connections for a single memory channel
communicate with a corresponding processing unit, in
which the single memory channel can be associated with a
single die-stacked memory device. For example, the single
memory channel can support a 128-bit data bus, in which the
128-bit data bus can be connected to the single die-stacked
memory device. If a single bit in the 128-bit data bus is
faulty, then the die-stacked memory device is considered
faulty or “dead” as well. In turn, the entire electronics
package (e.g., one or more processing units with die-stacked
memory device) is also considered faulty or “dead,” thus
resulting in lower manufacturing yield and higher manufac-
turing cost.

SUMMARY OF EMBODIMENTS

Therefore, there is a need for a partitionable memory
channel or data bus that enables the use of a memory device
when one or more data bits in the memory channel are faulty.

An embodiment includes a method for partitioning a
system data bus. The method can include partitioning off a
portion of a system data bus that includes one or more faulty
bits to form a partitioned data bus. Further, the method
includes transferring data over the partitioned data bus to
compensate for data loss due to the one or more faulty bits
in the system data bus. Data can be transferred over the
partitioned data bus using additional data transfer cycles to
compensate for data loss attributed to a single data transfer
over the system data bus.

Another embodiment includes a system with a partition-
able data bus. The system includes a first computing device,
a second computing device, and a data bus that provides
communication between the first and second computing
devices. The second computing device can be configured to:
partition off a portion of a system data bus that includes one
or more faulty bits to form a partitioned data bus; and,
transfer data over the partitioned data bus to compensate for
data loss due to the one or more faulty bits in the system data
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bus. The system data bus, first computing device, and second
computing device can be integrated in the same electronics
package (e.g., stacked integrated circuit package). Alterna-
tively, the first computing device can be in a first electronics
package and the second computing device can be in a second
electronics package, where the system data bus provides
off-chip communication between the first and second com-
puting devices.

Further features and advantages of the embodiments
disclosed herein, as well as the structure and operation of the
embodiments, are described in detail below with reference to
the accompanying drawings. It is noted that the invention is
not limited to the specific embodiments described herein.
Such embodiments are presented herein for illustrative pur-
poses only. Additional embodiments will be apparent to a
person of ordinary skill in the art based on the teachings
contained herein.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings, which are incorporated
herein and form a part of the specification, illustrate embodi-
ments and, together with the description, further serve to
explain the principles of the invention and to enable a person
of ordinary skill in the art to make and use the embodiments
disclosed herein.

FIG. 1 is an illustration of an example computing envi-
ronment in which embodiments, or portions thereof, can be
implemented.

FIG. 2 is an illustration of an embodiment of a mode
register that can be implemented in a processing unit.

FIGS. 3(a)-(c) are illustrations of example bus widths that
a mode register can set for an input/output interface of a
processing unit.

FIG. 4 is an illustration of an embodiment of a portion of
a memory device input/output interface and column selec-
tion logic.

FIGS. 5(a) and 5(b) are illustrations of example data
transfers between a processing unit and a memory device.

FIG. 6 is an illustration of an embodiment of a method for
partitioning a data bus.

Embodiments will now be described with reference to the
accompanying drawings. In the drawings, generally, like
reference numbers indicate identical or functionally similar
elements. Additionally, generally, the left-most digit(s) of a
reference number identifies the drawing in which the refer-
ence number first appears.

DETAILED DESCRIPTION

The following detailed description refers to the accom-
panying drawings that illustrate exemplary embodiments
consistent with this invention. Other embodiments are pos-
sible, and modifications can be made to the embodiments
within the spirit and scope of the invention. Therefore, the
detailed description is not meant to limit the scope of the
invention. Rather, the scope of the invention is defined by
the appended claims.

It would be apparent to a person of ordinary skill in the art
that the embodiments disclosed herein, or portions thereof,
can be implemented in many different forms of software,
hardware, firmware, and/or the entities illustrated in the
figures. Thus, the operational behavior of the embodiments
disclosed herein will be described with the understanding
that modifications and variations of the embodiments are
possible, given the level of detail presented herein.
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This specification discloses one or more embodiments
that incorporate the features of this invention. The disclosed
embodiment(s) merely exemplify the invention. The scope
of the invention is not limited to the disclosed
embodiment(s). The invention is defined by the claims
appended hereto.

The embodiment(s) described, and references in the
specification to “one embodiment,” “an embodiment,” “an
example embodiment,” etc., indicate that the embodiment(s)
described may include a particular feature, structure, or
characteristic, but every embodiment may not necessarily
include the particular feature, structure, or characteristic.
Moreover, such phrases are not necessarily referring to the
same embodiment. Further, when a particular feature, struc-
ture, or characteristic is described in connection with an
embodiment, it is understood that it is within the knowledge
of a person of ordinary skill in the art to effect such feature,
structure, or characteristic in connection with other embodi-
ments whether or not explicitly described.

FIG. 1 is an illustration of an example computing envi-
ronment 100 in which embodiments, or portions thereof, can
be implemented. Computing environment 100 includes a
processing unit 110, a memory device 120, and data bus
130,-130,, (also referred to herein as “memory channel
130). Processing unit 110 can be, for example and without
limitation, a Central Processing Unit (CPU), a Graphics
Processing Unit (GPU), an Accelerated Processing Unit
(APU), a memory controller, or a combination thereof.
Memory device 120 can be, for example and without limi-
tation, a Dynamic Random Access Memory (DRAM)
device, a Static Random Access Memory (SRAM) device, a
Flash memory device, a Phase Change Memory (PCM)
device, a Spin-Torque-Transfer Magnetoresistive Memory
(STT-MRAM) device, a Resistive Memory/Memristor
(RRAM) device, or other type of memory device. Data bus
130,-130,,, or memory channel 130, facilitates communica-
tion between processing unit 110 and memory device 120, as
would be understood by a person of ordinary skill in the art.
The number of bits “N” in memory channel 130 can vary
based on the design of computing environment 100 and can
be, for example and without limitation, 4-, 8-, 16-, 32-, 64-,
128-, 256-, or 512-bits. Data bus 130,-130,, can be ecither a
unidirectional bus (e.g., used for either transmitting or
receiving data) or a bidirectional bus (e.g., used for both
transmitting and receiving data).

In an embodiment, processing unit 110 and memory
device 120 can be packaged as a multi-chip module. For
example, processing unit 110, memory device 120, and data
bus 130,-130,, can be disposed on a unifying substrate that
facilitates the operation of computing environment 100
within a single electronics package. In another embodiment,
processing unit 110 and memory device 120 can be pack-
aged in a stacked configuration. For example, memory
device 120 can be physically stacked on top of processing
unit 110, in which data bus 130,-130,, can be wire bonded
between the two devices. Memory device 120 can be in
communication with processing unit 110 via data bus 130,-
130,, using through-silicon vias (TSVs), micro-bumps, and
other interconnect technologies. In yet another embodiment,
processing unit 110 and memory device 120 can each reside
in their own respective packages, in which data bus 130,-
130,, facilitates off-chip communication between the two
devices. Processing unit 110 and memory device 120 can be
packaged in other configurations, as would be understood by
a person of ordinary skill in the art.

For explanation purposes, computing environment 100 of
FIG. 1 will be used in the description below. However, based
on the disclosure herein, a person of ordinary skill in the art
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will recognize that the embodiments disclosed herein are
applicable to other computing environments (e.g., at least
two processing units, or computing devices, in communica-
tion with one another over a data bus). These other com-
puting environments are within the spirit and scope of the
embodiments disclosed herein.

FIG. 2 is an illustration of an embodiment of a mode
register 210 that can be implemented in processing unit 110.
Mode register 210 specifies whether input/output (I/O) inter-
faces of processing unit 110 and memory device 120 (not
shown in FIG. 2) operate at full bus width, at half bus width,
or at another bus width. In an embodiment, mode register
210 is a per-processing unit and a per-memory block inter-
face (e.g., one mode register per processing unit and per
memory block). For proper communication between pro-
cessing unit 110 and memory device 120, mode register 210
is implemented in both processing unit 110 and memory
device 120 such that both devices are configured to transfer
and/or receive data over the partitioned bus width, according
to an embodiment. For example, mode register 210 can set
the I/O interfaces of processing unit 110 and memory device
120 to various bus width configurations, as will be described
below.

Full, half, and other bus widths correspond to the number
of'bits in data bus 130,-130,, that are active during operation
of computing environment 100 of FIG. 1 (e.g., during a read
or a write operation). In an embodiment, by default, mode
register 210 can be set to full bus width, such that computing
environment 100 utilizes the entire data bus 130,-130,,
during operation. In another embodiment, the full bus width
may be less than the total number of circuits/lines available,
thus enabling a potential for redundant circuits/lines. When
a fault is detected in one or more bits of data bus 130,-130,,
(e.g., fault in receive/transmit circuits associated with a data
bit or pin), mode register 210 can be set to a value, such that
a portion of data bus 130,-130,, is utilized by computing
environment 100. As would be understood by a person of
ordinary skill in the art, one or more faults in data bus
130,-130,, can be detected, for example, during a device test
phase of manufacturing. Alternatively, the one or more faults
in data bus 130,-130,, can be detected during normal opera-
tion computing environment 100 (e.g., during a read and/or
a write operation). For example, over the course of the
computing system’s lifetime, one or more faults may occur
and be detected in data bus 130,-130,,.

FIGS. 3(a)-(c) illustrate example bus widths that mode
register 210 can set for the I/O interfaces of processing unit
110 and memory device 120. For example purposes, it is
assumed that memory channel 130 has 64 data bits and is
configured to transfer 64 bits per data transfer operation—
e.g., a read or a write operation. In FIG. 3(a), mode register
210 sets the bus width for the I/O interfaces of processing
unit 110 and memory device 120 to full bus width. At full
bus width, all 64 data bits of memory channel 130 are active
during operation of computing environment 100, in which
one data transfer operation on memory channel 130 is
required to transfer 64 bits between processing unit 110 and
memory device 120.

In FIG. 3(b), mode register 210 sets the bus width for the
1/O interfaces of processing unit 110 and memory device
120 to half bus width. At half bus width, the upper 32 bits
of memory channel 130 (shown in solid lines) can be active
and the lower 32 bits of memory channel 130 (shown in
dashed lines) can be inactive, or vice versa, during operation
of computing environment 100. Here, two data transfer
operations (also referred to herein as “data transfer cycles™)
on the active 32 bits of memory channel 130 (e.g., either the
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upper 32 bits or the lower 32 bits of memory channel 130)
are required to transfer 64 bits between processing unit 110
and memory device 120. The upper half or lower half of
memory channel 130 can be inactive due to one or more
faults detected in either the upper or lower half of data bus,
respectively.

In FIG. 3(c¢), mode register 210 sets the bus width for the
1/O interfaces of processing unit 110 and memory device
120 to an “even/odd” bus width. The “even/odd” bus width
corresponds to active even bits (e.g., bits 0, 2, 4, 6, etc.
shown as solid lines) and inactive odd bits (e.g., bits 1, 3, 5,
7, etc. shown as dashed lines), or vice versa, during opera-
tion of computing environment 100. Here, two data transfer
operations on the active 32 bits of memory channel 130
(e.g., either the even 32 bits or the odd 32 bits of memory
channel 130) are required to transfer 64 bits between pro-
cessing unit 110 and memory device 120. The even or odd
bits of memory channel 130 can be inactive due to one or
more faults detected in either the even or odd bits of the data
bus, respectively.

In another embodiment, a combination of the bus width
configurations described above with respect to FIGS. 3(a)-
(¢) can be implemented. For example, an upper half of
memory channel 130 can be active (e.g., bus width configu-
ration of FIG. 3(b)) and, within that upper half of memory
channel 130, even bits can be active and odd bits can be
inactive (e.g., bus width configuration of FIG. 3(¢)). As a
result, a quarter of memory channel 130 is used to transfer
data between processing unit 110 and memory device 120 of
FIG. 1. Four data transfer operations on the active quarter of
bits of memory channel 130 are required to transfer 64 bits
between processing unit 110 and memory device 120. The
other bits of memory channel 130 can be inactive due to one
or more faults detected in these bits.

In yet another embodiment, other configurations of data
bus partitioning can be implemented. For example, memory
channel 130 can be divided into quarter bus widths—e.g.,
bits 0-15 correspond to a first quarter, bits 16-31 correspond
to a second quarter, bits 32-47 correspond to a third quarter,
and bits 48-63 correspond to a fourth quarter of bits—in
which one of the quarter bus widths is active during opera-
tion of computing environment 100. Here, four data transfer
operations on the active quarter bus width of memory
channel 130 are required to transfer 64 bits between pro-
cessing unit 110 and memory device 120. The other bits of
memory channel 130 can be inactive due to one or more
faults detected in these bits.

A benefit, among others, of the above data bus partition-
ing embodiments is that, although one or more faults in
memory channel 130 may occur, computing environment
100 of FIG. 1 is still operational. Although the system may
have degraded performance due to a smaller memory chan-
nel, the system is not faulty (or “dead”). This allows data
stored in memory device 120 to be read and backed-up on
another system while the one or more faults can be repaired.
Alternatively, if the one or more faults are detected during
a device test phase of manufacturing, the data bus can be
partitioned based on the above embodiments. In addition,
computing environment 100 can be placed in a cheaper/
lower-performance bin to be sold (as opposed to disposal of
the entire electronics package for a loss). This is particularly
beneficial for electronics packaging in which processing unit
110, memory device 120, and data bus 130,-130,, of com-
puting environment 100 are integrated in the same package
(e.g., stacked integrated circuit package) because the elec-
tronics packaging is not faulty (or “dead”) due to one or
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more faults in the memory channel connecting the process-
ing unit to the memory device.

Based on the description herein, a person of ordinary skill
in the art will recognize that it is not necessary to partition
data bus 130,-130,, of FIG. 1 based on one or more faults in
the data bus. That is, it may be cost beneficial to manufacture
the processing unit/memory device system of FIG. 1 and
“de-feature” the system during a device test phase of manu-
facturing. For example, during the device test phase of
manufacturing, computing environment 100 may not have
faults in data bus 130,-130,. However, the manufacturer
may choose to “de-feature” the system by reducing the
number of active bits in the data bus—e.g., reduce the data
bus from full to half bus width—and sell the system at a
lower or different price. In turn, the same manufacturing
process can be used to manufacture the system, thus allow-
ing the manufacturer to offer different options/configura-
tions of the same system to customers.

FIG. 4 is an illustration of an embodiment of a portion of
a memory device /O interface and column selection logic
(collectively referred to herein as “memory device interface
400”) for implementing one or more of the above data bus
partitioning embodiments. As would be understood by a
person of ordinary skill in the art, with regard to FIG. 1,
memory device interface 400 can be integrated into memory
device 120 and serve as an interface for data bus 130,-130,,
to facilitate the transfer of data between processing unit 110
and memory device 120. For ease of reference, memory
device interface 400 illustrates 4 bits from data bus 130,-
130,—namely, bits by-b;.

Memory device interface 400 includes a 2:1 multiplexer
410 and a buffer 420 for each of bits b,-b;. Memory device
interface 400 also includes a multiplexer control device 430
and a buffer control device 440. Each multiplexer 410
includes a ‘0’ input and a ‘1’ input, in which multiplexer
control device 430 selects one of the two inputs as the
multiplexer’s output. In an embodiment, buffer control
device 440 includes two “OR” logic gates 442 and 444 with
inputs A, B, and C. Input A represents an even mode enable
signal, Input B represents a full bus width mode enable
signal, and Input C represents an odd mode enable signal.
Inputs A, B, and C activate one or more buffers 420,-420,,
as described in detail below.

In an embodiment, for a full bus width mode of operation
(e.g., all bits in data bus 130,-130,, are active), Input B is set
to ‘1” and multiplexer control device 430 selects input ‘0’
from each of multiplexers 410,-410,. In turn, multiplexers
410,-410; output bits by-bs, respectively. Logic gates 442
and 444 output a ‘1°, thus activating buffers 420,-420, and
passing bits b,-b; to data bus 130,-130;, respectively. As a
result, the full data bus is activated.

In an embodiment, for an even mode of operation (e.g.,
even bits in data bus 130,-130,, are active), Input A is set to
‘1’ and Inputs B and C are set to ‘0’. This input configuration
generates a ‘0’ at the output of logic gate 444, thus deacti-
vating odd buffers 420, and 420;. This input configuration
generates a ‘1’ at the output of logic gate 442, thus activating
even buffers 420, and 420,. In the even mode of operation,
the transfer of data is in two phases, in which two data
transfer operations are required, according to an embodi-
ment. In the first phase, while Input A is set to ‘1’ and Inputs
B and C are set to ‘0’, multiplexer control device 430 selects
input ‘0* from each of multiplexers 410,-410;. Since even
buffers 420, and 420, are active, bits b, and b, are outputted
onto data bits 130, and 130, respectively. In the second
phase, while Input A is set to ‘1’ and Inputs B and C are set
to ‘0’, multiplexer control device 430 selects input ‘1 from



US 9,454,419 B2

7

each of multiplexers 410,-410;. Here, bits b, and b, are
outputted onto data bits 130, and 130,, respectively.

The odd mode of operation (e.g., odd bits in data bus
130,-130,, are active) is similar to the even mode of opera-
tion. Inputs A and B are set to ‘0’ and Input C is set to ‘1°.
This input configuration generates a ‘0’ at the output of logic
gate 442, thus deactivating even buffers 420, and 420,. This
input configuration generates a ‘1’ at the output of logic gate
444, thus activating odd buffers 420, and 420;. In the odd
mode of operation, the transfer of data is in two phases, in
which two data transfer operations are required, according to
an embodiment. In the first phase, while Inputs A and B are
set to ‘0’ and Input C is set to 1°, multiplexer control device
430 selects input ‘0’ from each of multiplexers 410,-410,.
Since odd buffers 420, and 420, are active, bits b, and b, are
outputted onto data bits 130, and 130, respectively. In the
second phase, while Inputs A and B are set to ‘0’ and Input
C is set to ‘1, multiplexer control device 430 selects input
‘1’ from each of multiplexers 410,-410;. Here, bits b, and b,
are outputted onto data bits 130, and 130, respectively.

Based on the description herein, a person of ordinary skill
in the art will recognize that other configurations of multi-
plexers, buffers, and control logic can be used to implement
not only the full bus width, even, and odd modes of
operations discussed above but also the other data bus
partitioning embodiments disclosed herein.

In another embodiment, with regard to FIG. 1, individual
faulty bits from data bus 130,-130,, can be deactivated. For
explanation and example purposes, N=63 and a 64-byte
value is transferred over data bus 130,-130,, in which eight
data transfers of 64 bits each are required. FIG. 5(a) is an
illustration of this type of data transfer between processing
unit 110 and memory device 120 via data bus 130,-130;.

For further explanation and example purposes, it is
assumed that bit 130, has a fault and not used in the transfer
of data between processing unit 110 and memory device
120. FIG. 5(b) is an illustration of this type of data transfer
between processing unit 110 and memory device 120 via
data bus 130,-130;. In an embodiment, eight data transfers
of 63 bits each are first performed. In reference to FIG. 5(b),
bit 1304 represents the faulty bit position. Data A’ represents
bit 130, for data transfer ‘0’, data ‘B’ represents bit 130g for
data transfer ‘1°, data ‘C’ represents bit 130, for data transfer
‘2°, and so forth for data ‘D’-‘H’ for data transfers <3°-*7’,
respectively. To account for the missing data from faulty bit
1305, a ninth data transfer is performed over data bus
130,-130,;. The ninth data transfer includes “missing” data
‘A’-‘H’, according to an embodiment.

In an embodiment, a buffer circuit can be implemented in
memory device 120 of FIG. 1 to store the “missing” data
associated with faulty bit 130, (e.g., data ‘A’-‘H’ of FIG.
5(b)). The buffer circuit can provide the “missing” data to
memory device interface 400 of FIG. 4 to transfer to
processing unit 110 during a read operation. In another
embodiment, the buffer circuit can also be implemented in
processing unit 110, such that processing unit 110 can
transfer the “missing” data to memory device 120 during a
write operation. Other types of circuits/structures can be
used to store the “missing” data, including but not limited to
a shift register architecture and a multiplexer architecture.

In reference to computing environment 100 of FIG. 1,
data is transmitted from processing unit 110 and received by
memory device 120 during a write operation. Conversely,
during a read operation, data is transmitted from memory
device 120 and received by processing unit 110. As would
be understood by a person of ordinary skill in the art,
processing unit 110 and memory device 120 include transmit
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and receive circuits to perform the read and write operations
along data bus 130,-130,,.. A failure in data bus 130,-130,,
can be associated with these transmit and receive circuits, as
would be understood by a person of ordinary skill in the art.

In an embodiment, partitioning of data bus 130,-130,, can
be based on a mode of operation of computing environment
100. In particular, partitioning of data bus 130,-130,, can be
based on one or more faulty bits associated with a failure in
a write operation, a failure in a read operation, or a failure
in both read and write operations. The following discussion
provides examples of partitioning data bus 130,-130,, based
on one or more faulty bits associated with a failure in a write
operation and a failure in a read operation. In an embodi-
ment, for each of the examples below, mode registers 210 for
processing unit 110 and memory device 120 are configured
to partition data bus 130,-130,, for the read and/or write
operations.

For example, if a transmit circuit in processing unit 110
associated with a particular bit of data bus 130,-130,, is
faulty, then this particular bit cannot be used during a write
operation (e.g., data transfer from processing unit 110 to
memory device 120). However, if a receive circuit in pro-
cessing unit 110 and a transmit circuit in memory device 120
for the particular bit are operational, then the particular bit
can be used during a read operation (e.g., data transfer from
memory device 120 to processing unit 110). Conversely, if
a transmit circuit in memory device 120 associated with a
particular bit of data bus 130,-130,, is faulty, then this
particular bit cannot be used during a read operation. How-
ever, if a receive circuit in memory device 120 and a
transmit circuit in processing unit 110 for the particular bit
are operational, then the particular bit can be used during a
write operation. Based on the description herein, a person of
ordinary skill in the art will recognize that the above
examples are equally applicable to a faulty receive circuit in
either processing unit 110 or memory device 120 and that the
above examples are equally applicable to one or more bits in
data bus 130,-130,,.

In an embodiment, if there are faults in one or more bits
in data bus 130,-130,,associated with a write operation, then
additional data transfers (or additional data transfer cycles)
over operational bits of data bus 130,-130,, can be made to
memory device 120. These additional data transfers can be,
for example, similar to the data transfer example above with
respect to FIG. 5(b). In this case, although there may be
degradation in the write performance of computing envi-
ronment 100, the read performance can remain unchanged.
Conversely, if there are faults in one or bits in data bus
130,-130,, associated with a read operation, then additional
data transfers over operational bits of data bus 130,-130,,
can be made to processing unit 110. These additional data
transfers can be, for example, similar to the data transfer
example above with respect to FIG. 5(4). In this case,
although there may be degradation in the read performance
of computing environment 100, the write performance can
remain unchanged.

In an embodiment, if one or more faulty bits are associ-
ated with failures in both read and write operations, the
operational bits of data bus 130,-130,, can be partitioned
into a first pool of bits dedicated to read operations and a
second pool of bits dedicated to write operations. The first
and second pools of bits do not overlap according to an
embodiment. In typical systems, as would be understood by
a person of ordinary skill in the art, write operations have
less latency than read operations. To leverage this latency
difference between read and write operations, the opera-
tional bits of data bus 130,-130,, can be partitioned asym-
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metrically, such that the number of operational bits allocated
to read operations is greater than the number of operational
bits allocated to write operations. For example, in a 64-bit
data bus (e.g., data bus 130,-130,;) with one faulty bit, 43
of the operational bits can be allocated to read operations
and 20 of the operational bits can be allocated to write
operations. In an embodiment, with the partitioning of data
bus 130,-130,, into two non-overlapping pools of bits, the
read and write operations can occur in parallel or concur-
rently in computing environment 100 of FIG. 1.

FIG. 6 is an illustration of an embodiment of a method
600 for partitioning a data bus. Method 600 can be imple-
mented, for example, in computing environment 100 of FI1G.
1. It is to be appreciated that method 600 may be performed
in an order other than shown, and may not perform all
operations shown.

In step 610, a system data bus is partitioned to remove one
or more faulty bits in the system data bus and to generate a
partitioned data bus. Step 610 can be performed by, for
example, processing unit 110 of FIG. 1, in which one or
more faulty bits can be removed from data bus 130,-130,,.
Further, data bus 130,-130,, can be partitioned in accordance
with the embodiments disclosed herein.

In an embodiment, one or more buffers associated with
the one or more faulty bits can be deactivated, in which the
one or more buffers are located in an input/output interface
of a memory device (e.g., memory device interface 400 of
FIG. 4) and/or an input/output interface of a processing unit
(e.g., processing unit 110 of FIG. 1). Further, in an embodi-
ment, a mode register (e.g., mode register 210 of FIG. 2) can
be configured to set active input/output interfaces of the
processing unit and the memory device, in which the pro-
cessing unit communicates with the memory device over the
partitioned data bus. The mode register can be implemented
in the processing unit, the memory device, or both the
processing unit and memory device, according to an
embodiment.

The system data bus can be partitioned into a half bus
width data bus, a quarter bus width data bus, an even bit data
bus, an odd bit data bus, a data bus only removing the one
or more faulty bits, or a combination thereof, according to an
embodiment. In an embodiment, the system data bus can be
partitioned by deactivating the one or more faulty data bits
during a read operation but not during a write operation.
Alternatively, the system data bus can be partitioned by
deactivating the one or more faulty data bits during the write
operation but not during the read operation.

In another embodiment, non-faulty bits of the system data
bus can be partitioned into a first pool of bits and a second
pool of bits, where the first pool of bits are allocated to a read
operation and the second pool of bits are allocated to a write
operation. The first pool of bits and the second pool of bits
can be non-overlapping, in which the read and write opera-
tions can occur concurrently or in parallel, according to an
embodiment.

In step 620, data is transferred over the partitioned data
bus to compensate for data loss due to the one or more faulty
bits in the system data bus. Step 620 can be performed by,
for example, processing unit 110 of FIG. 1.

In an embodiment, data can be transferred over the
partitioned data bus multiple times to compensate for a
single data transfer over the system data bus. The data
associated with the one or more faulty bits can be stored in
a buffer or other similar types of storage elements (as
described in the above embodiments), where the stored data
is transferred over the partitioned data bus after an initial
data transfer over the partitioned data bus.
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As discussed above, a benefit, among others, of the data
bus partitioning embodiments disclosed herein is that,
although one or more faults in a memory channel may occur,
the processing unit/memory device system associated with
the data bus is still operational. Although the system may
have degraded performance due to a smaller memory chan-
nel, the system is not faulty (or “dead”). This allows data
stored in the memory device to be read and backed-up on
another system while the one or more faults can be repaired.
Alternatively, if the one or more faults are detected during
a device test phase of manufacturing, the data bus can be
partitioned based on the above embodiments. In addition,
the processing unit/memory device system can be placed in
a cheaper/lower-performance bin to be sold (as opposed to
disposal of the entire electronics package for a loss). This is
particularly beneficial for electronics packaging in which the
processing unit and the memory device are integrated in the
same package (e.g., stacked integrated circuit package)
because the electronics packaging is not faulty (or “dead”)
due to one or more faults in the memory channel connecting
the processing unit to the memory device.

It is to be appreciated that the Detailed Description
section, and not the Summary and Abstract sections, is
intended to be used to interpret the claims. The Summary
and Abstract sections may set forth one or more but not all
exemplary embodiments as contemplated by the inventors,
and thus, are not intended to limit the present invention and
the appended claims in any way.

Embodiments have been described above with the aid of
functional building blocks illustrating the implementation of
specified functions and relationships thereof. The boundar-
ies of these functional building blocks have been arbitrarily
defined herein for the convenience of the description. Alter-
nate boundaries can be defined so long as the specified
functions and relationships thereof are appropriately per-
formed.

The foregoing description of the specific embodiments
will so fully reveal the general nature of the invention that
others can, by applying knowledge within the skill of the
relevant art, readily modify and/or adapt for various appli-
cations such specific embodiments, without undue experi-
mentation, without departing from the general concept of the
present invention. Therefore, such adaptations and modifi-
cations are intended to be within the meaning and range of
equivalents of the disclosed embodiments, based on the
teaching and guidance presented herein. It is to be under-
stood that the phraseology or terminology herein is for the
purpose of description and not of limitation, such that the
terminology or phraseology of the present specification is to
be interpreted by a person of ordinary skill in the art in light
of the teachings and guidance. The breadth and scope of the
present invention should not be limited by any of the
above-described exemplary embodiments, but should be
defined only in accordance with the following claims and
their equivalents.

What is claimed is:

1. A method comprising:

partitioning off a portion of a system data bus that

includes one or more faulty bits to form a partitioned

data bus, wherein the partitioning comprises at least

one of the following:

deactivating the one or more faulty data bits during a
read operation, but not during a write operation;

deactivating the one or more faulty data bits during a
write operation, but not during a read operation; or

partitioning the non-faulty bits of the system data bus
into a first pool of bits and a second pool of bits, the
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first pool of bits allocated to a read operation and the
second pool of bits allocated to a write operation;
and

transferring data over the partitioned data bus to compen-

sate for data loss due to the one or more faulty bits in
the system data bus.

2. The method of claim 1, wherein the partitioning com-
prises deactivating one or more buffers associated with the
one or more faulty bits, the one or more buffers located in
an input/output interface of a computing device.

3. The method of claim 1, wherein the partitioning com-
prises configuring a mode register to set active input/output
interfaces of a first computing device and a second comput-
ing device, the first computing device communicating with
the second computing device over the partitioned data bus.

4. The method of claim 1, wherein the partitioning com-
prises partitioning the system data bus into a half bus width
data bus, a quarter bus width data bus, an even bit data bus,
an odd bit data bus, a data bus only removing the one or
more faulty bits, or a combination thereof.

5. The method of claim 1, wherein the partitioning the
non-faulty bits of the system data bus comprises substan-
tially concurrently performing the read operation using the
first pool of bits and the write operation using the second
pool of bits.

6. The method of claim 1, wherein the transferring com-
prises transferring the data over the partitioned data bus
using additional data transfer cycles to compensate for data
loss attributed to a single data transfer over the system data
bus.

7. The method of claim 6, wherein the transferring the
data over the partitioned data bus using additional data
transfer cycles comprises storing data associated with the
one or more faulty bits, the stored data to be transferred over
the partitioned data bus after an initial data transfer over the
partitioned data bus.

8. A system comprising:

a system data bus;

a first computing device; and

a second computing device in communication with the

first computing device over the system data bus,

wherein the system is configured to:

partition off a portion of the system data bus that
includes one or more faulty bits to form a partitioned
data bus; and
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transfer data over the partitioned data bus to compen-
sate for data loss due to the one or more faulty bits
in the system data bus: and

wherein the first and second computing devices are each
configured to perform at least one of the following
operations:

deactivate the one or more faulty data bits during a read
operation, but not during a write operation;

deactivate the one or more faulty data bits during a
write operation, but not during a read operation; or

partition the non-faulty bits of the system data bus into
a first pool of bits and a second pool of bits, the first
pool of bits allocated to a read operation and the
second pool of bits allocated to a write operation.

9. The system of claim 8, wherein the system data bus,
first computing device, and second computing device are
integrated in the same electronics package.

10. The system of claim 8, wherein the first computing
device is in a first electronics package and the second
computing device is in a second electronics package, the
system data bus providing off-chip communication between
the first computing device and the second computing device.

11. The system of claim 8, wherein the first computing
device comprises an input/output interface configured to
deactivate one or more buffers associated with the one or
more faulty bits.

12. The system of claim 8, wherein the first and second
computing devices each comprise a mode register config-
ured to set active input/output interfaces of the first and
second computing devices, respectively.

13. The system of claim 8, wherein the first and second
computing devices are each configured to partition the
system data bus into a half bus width data bus, a quarter bus
width data bus, an even bit data bus, an odd bit data bus, a
data bus only removing the one or more faulty bits, or a
combination thereof.

14. The system of claim 8, wherein the first and second
computing devices are each configured to transfer the data
over the partitioned data using additional data transfer cycles
to compensate for data loss attributed to a single data
transfer over the system data bus.
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